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Die technischen Angaben dieser Montageanleitung / dieses Datenblattes entsprechen dem Stand unseres Wissens und unserer Erfahrungen bei Drucklegung. Sofern nicht ausdrücklich vereinbart, stellen sie jedoch keine Zusicherungen im Rechtssinne dar. Der Erfahrungsstand entwickelt sich ständig weiter. Es ist jeweils die neueste Auflage dieser Montageanleitung /  dieses Datenblattes zu verwenden. Die beschriebenen Produktanwendungen können besondere Verhältnisse des Einzelfalles nicht 
berücksichtigen. Hier muss dann eine Eignung für den konkreten Anwendungszweck überprüft werden. Eine Lieferung unserer Produkte erfolgt ausschließlich auf Grundlage unserer Allgemeinen Verkaufs- und Lieferbedingungen. Technische Änderungen, Irrtümer und Druckfehler bleiben vorbehalten. 

  
Bitte lesen Sie die Montageanleitung / das Datenblatt sorgfältig durch und prüfen Sie die baulichen Gegebenheiten. 

  
 

99503018 I Bedienungsanleitung kurz 

Hocheffizienzpumpe Para Ku 
 

 
 

 
 

 

 

 

 
 

 

 

 
 

 

Die LED-Auswahl der Regelarten und den dazugehörigen 

Kennlinien erfolgt im Uhrzeigersinn: 

- Bedientaste kurz (1 Sekunden) drücken. 

 LEDs zeigen die jeweils eingestellte Regelungsart 

und Kennlinie an. 

 

Die Darstellung der möglichen Einstellung im Folgenden 

(z.B. Konstant-Drehzahl / Kennlinie III) 

 

 
 

 
 

 

Empfehlung bei Zweirohr-Heizungssystemen mit 

Heizkörpern zur Reduzierung der Fließgeräusche an 

Thermostatventilen. 

 

 
 

 

Empfehlung bei Fußbodenheizungen oder bei groß 

dimensionierten Rohrleitungen oder allen 

Anwendungen ohne veränderliche Rohrnetzkennlinie 

(z.B. Speicherladepumpen), sowie Einrohr-

Heizungssysteme mit Heizkörpern. 

 

 
 

 

Empfehlung bei Anlagen mit unveränderlichem 

Anlagenwiderstand die einen konstanten 

Volumenstrom erfordern. 

 

 
 

 

Mit dem 9. Tastendruck ist die Grundeinstellung (Konstant-Drehzahl / Kennlinie III) wieder 

erreicht.

 

 
 

 
 

 

- Anlage sachgerecht füllen und entlüften. 

 

Falls die Pumpe nicht selbsttätig entlüftet: 

- Entlüftungsfunktion über die Bedientaste aktivieren,  

3 Sekunden drücken, dann loslassen. 

 Entlüftungsfunktion startet, Dauer 10 Minuten. 

 Die oberen und unteren LED-Reihen blinken 

abwechselnd im Abstand von 1 Sekunde. 

- Zum Abbrechen die Bedientaste 3 Sekunden drücken. 

 

Hinweis: 

Nach dem Entlüften zeigt die LED-Anzeige die zuvor 

eingestellten Werte der Pumpe. 

 

 
 

 

- Die Pumpe versucht automatisch einen Neustart, 

wenn eine Blockierung erkannt wird. 

 

Falls die Pumpe nicht automatisch wieder startet: 

- Manueller Neustart über die Bedientaste aktivieren,  

5 Sekunden drücken, dann loslassen. 

 Die Neustartfunktion wird gestartet, Dauer max.  

10 Minuten. 

 Die LEDs blinken nacheinander im Uhrzeigersinn. 

- Zum Abbrechen die Bedientaste 5 Sekunden drücken. 

 

Hinweis: 

Nach erfolgtem Neustart zeigt die LED-Anzeige die zuvor 

eingestellten Werte der Pumpe. 

 

 
 

 

- Die Tastensperre über die Bedientaste aktivieren,  

8 Sekunden drücken, bis die LEDs der gewählten 

Einstellung kurz blinken, dann loslassen. 

 LEDs blinken permanent im Abstand von 1 

Sekunde. 

 Die Tastensperre ist aktiviert, Einstellungen der 

Pumpe können nicht mehr verändert werden. 

- Die Deaktivierung der Tastensperre erfolgt auf die 

gleiche Weise wie die Aktivierung. 

 

Hinweis: 

Bei Unterbrechung der Spannungsversorgung bleiben alle 

Einstellungen/Anzeigen gespeichert. 

 1 Selbstkontrolle / Installation 

 1.1 Druckknopf 

 1.2 Elektrische Verbindung 

 1.3 Standardeinstellung ab Werk 

2. Selbstkontrolle / Einstellung 

2.1 Differenzdruck variabel Δp-v (I, II, III) 

2.2 Differenzdruck konstant Δp-c (I, II, III) 

2.3 Konstant-Drehzahl (I, II, III) 

2.4 Pumpeneinstellung ändern 

3 Selbstkontrolle / Smart Funktionen 

3.1 Entlüftungsmodus 

3.2 Manueller Neustart 

3.3 Sperren / Entsperren 

 

 
1x… 

 
2x… 

 
3x… 

 
4x… 

 
5x… 

 
6x… 

 
7x… 

 
8x… 

 
9x… 
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The technical information in these assembly instructions / this data sheet represent the state of our knowledge and experience on going to press. Unless expressly agreed, however, they represent no assurance in the legal sense. The level of experience is constantly developing further. The latest edition of these assembly instructions / this data sheet should always be used.  
The product applications described may not take into account special conditions in an individual case. Here suitability for the specific application purpose must be checked. Our products are delivered exclusively on the basis of our general conditions of sale and delivery. 

  
Please read the data sheet / assembly instructions thoroughly and check the structural conditions. 

  
 

99503018 I Operating instructions short 

High efficiency pump Para Ku 
 

 
 

 
 

 

 

 

 
 

 

 

 
 

 

The LED selection of control modes and corresponding 

pump curves takes place in clockwise succession. 

- Press the operating button briefly (approx. 1 second). 

 LEDs display the set control mode and pump 

curve. 

 

The following shows the varios possible settings (for 

example: constant speed / characteristic curve III) 

 

 
 

 
 

 

Recommended for two-pipe heating systems with 

radiators to reduce the flow noise at thermostatic 

valves. 

 

 
 

 

Recommended for underfloor heating for large-sized 

pipes or all applications without a variable pipe 

network curve (e.g. storage charge pumps), as well as 

single-pipe heating systems with radiators. 

 

 
 

 

Recommended for systems with fixed system 

resistance requiring a constant volume flow. 

 

 
 

 

Pressing the buttom for the 9th time returns tot he basic setting (constant speed / 

characteristic curve III)

 

 
 

 
 

 

- Fill and vent the system correctly. 

 

If the pump does not vent automatically: 

- Activate the pump venting function via the operating 

button: press and hold for 3 seconds, then release. 

 The pump venting function is initiated and lasts 

10 minutes. 

 The top und buttom LED rows flash in turn at 

1 second intervals. 

- To cancel, press and hold the operating button for 

3 seconds.. 

 

Notice: 

After venting, the LED display shows the previously set 

values of the pump. 

 

 
 

 

- The pump attempts an automatic restart upon 

detecting a blockage. 

 

If the pump does not restart automatically: 

- Activate manual restart via the operating button:  

press and hold for 5 sekonds, than release. 

 The restart function is initiated, and lasts max.  

10 minutes. 

 The LEDs flash in succession clockwise. 

- To cancal, press and hold the operating button for 5 

seconds. 

 

Notice: 

After the restart, the LED display shows the previously set 

values oft he pump. 

 

 
 

 

- To activate the key lock, press and hold the operating 

button for 8 seconds until the LEDs for the seleced 

setting briefly flash, then release. 

 LEDs flash constantly at 1-second intervals. 

 The key lock is activated: pump settings can no 

longer be changed. 

- The key lock is deactivated in the same manner as it 

is activated. 

 

Notice: 

All settings/displays are retained if the power supply is 

interrupted. 

 

 1 Self control / Installation 

 1.1 One push-button 

 1.2 Electrical connection 

 1.3 Standard factory setting 

2. Self control / Setting 

2.1 Variabele differential pressure  Δp-v (I, II, III) 

2.2 Constant differential pressure  Δp-c (I, II, III) 

2.3 Constant speed (I, II, III) 

2.4 Push to change the pump setting 

3 Self control / Smart Functions 

3.1 Air-venting mode 

3.2 Manual restart 

3.3 Lock & unlock 

 

 
1x… 

 
2x… 

 
3x… 

 
4x… 

 
5x… 

 
6x… 

 
7x… 

 
8x… 

 
9x… 


